








Cu-forbindelser 0,75 - 1000 mm2

Tabel for C-muffer (Kun for sidemontage)
—= I TR,
- Gennemgaende
/ leder, mm? 10 16
6 (@ c4

Sidemontage

10 C4 C4/C5 c5

16 Cc5 (@3 Cé6

25 Cé6 C6/C89 C6/C89 C89

35 C89 C89 C89 C89

50 C89 C89 c89 c89

50 C11-8 C11-8/C11-9 C11-9/C11

70 C11-8 C118/C11-9 C11-9/C11

70 C13-8 C13-8 C13-11

95 C13-11

95 C15-8 C15-8/C15-9 C15-9/C15-11

120 C15-8 C15-8/C15-9 C15-9/C15-11

120 C16-9

150 C16-9 C16-9

150 C18-9

185 C18-8 C18-9

240 C21-8 C21-9

300
- gemg
IS I P P P A

leder mm? 70 120 150 185

6

10

16

25

35

35

50

50 Cl1

70 Cl1

70 C13-11/C13 C13

95 C13-11/C13 C13

95 C15-11/C15-13 C15-3/C15 C15

120 C15-11/C15-13 C15-13/C15 C15

120 Cl16-13 Cl6-13 Cl6 Cl6

150 Cl6-13 Cl6-13 Cle6 Cle6

150 C18-11 C18-13 C18-15 (C18-16

185 C18-11 C18-13 C18-15 (18-16 C18

240 C21-11 C21-13 C21-15 (C21-16 (C21-18 (21

300 C23-16 c23

Note

- Alternative muligheder er adskilt med en skrastreg"/"

- Hvor en symmetrisk C-muffe, dv.s. en muffe hvor "C" er fulgt af kun 1 ciffer (eks. C11) findes, er denne at
foretraekke.

- Bestdr valget mellem to muffer, anbefales den mindste stgrrelse (f. eks. C8 i stedet for C9; C15-8 i stedet
for C15-9; etc.)
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